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Coding, Transmitting
Signal Processing

DV-DVCPro50 

DV-DVCPro50 to SDI transcoding 

DVPass or DVPass50 on CHERRY

100T Ethernet transmission with DV and SDI I/O

DVPass-DVPass50 + DVRail on dual CHERRY solution

Additional Synchronizer and RGB Color Corrector

SYCOmore on CHERRY

CHERRY has everything to suit your needs

p  SDI Input

p  SDI Outputs

p  DV25-DVCPro50 I/O

p  100 base T Ethernet I/O

p  Power fail relay bypass (SDI to SDI)

p  Redundant Power Supply

p  GPI I/O

p  Field upgradable firmware from Compact Flash

Software solutions developed for the
CHERRY hardware platform 

CHERRY
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600m over
Cat5 cable !!!

DV-DVCPro50 to SDI Interface
100base T  Ethernet I/F

CHERRY features

Technical characteristics

Miscellaneous characteristics

PARROT: cascadable module 
For long distance transmission

CHERRY is a unique combination of hardware and firmware devoted to :
 IEEE1394/DV or DVCPro50 interfacing and decoding
 100 base T Ethernet transmission over Cat5 cable

 SDI interface and signal processing
 Analogue audio A/D and D/A
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 IEEE1394 6 pin and 4 pin connectors
 RJ45 100 base T Ethernet connector for data transmission over Cat5 cable
  RJ45 100 base T Ethernet connector for color corrector controls
  SDI 10 bit I/O with embedded audio
 20 bit analogue audio A/D and D/A at 48kHz locked on SDI input
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Dimensions 44mm (H), 205mm (W) 325mm (L)
RM1: Rack mounting option (2 units in 1 RU)
Weight 2.5kg plus power supply
Power: CHERRY comes with an 12V external power supply (100-240V)
Optional redundant Power Supply
Power consumption: less than 20W
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When transmission is concerned, the 100m limit of Cat5 may be 
insufficient. 
PARROT is a remotely powered repeater with continuity detection 
and reporting, providing seamless deployment over up to 600m of 
Cat5 cable (and 5 PARROT units, all powered from a CHERRY 
station).

Assemble and use as you want

DVPass - DVPass50 : DV to SDI transcoding

DV25-DVCPro25 to SDI and vice versa codec
DVPass50 increases performance to DVCPro50
Full support of IEEE1394 I/F
Configurable from front panel

DVRail : Ethernet interconnectivity

Transmit or receive compressed data (DV25 or 
DVC50) plus 2 channels of uncompressed audio
(20 bit@48kHz) over Cat5 cable
Compliant with 100base T Ethernet protocol
Configurable from front panel

SYCOmore : 
SDI synchronizer and Color corrector

Genlock decoded output to SDI Input
Wide range of timing facilities
Complete RGB color corrector and legalizer
Complete YUV advanced Proc Amp
Configurable from front panel or from RC-CO, 
remote control panel
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CHERRY Software modules
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