
electrostatic audio products 

Diaphragm material reduced to a thickness of Only 1.35µ  

Featuring the same element material as the SR-404 Signature, the 
Stax SR-303 is a startling innovation in a more affordable earspeaker 
package.  
The sound is both refined yet powerful and the unit comes complete 
with a low capacitance standard PC-OCC cable to allow the Stax SR-
303 earspeaker to attain their full sonic potential. 

SR-series ELECTROSTATIC  EARSPEAKERS 

SR-404 Signature Classic SR-303 
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Description SR-404 Signature SR-303 Classic 

 ■ Type Electrostatic Open back Push-pull driving    

 ■ Frequency Range  7～41,000Hz     

 ■ Capacitance (including cable  ) 110pF 120pF  

 ■ Sound Pressure Level 100dB / 100V r.m.s   

 ■ Cable Low Capacitance wide format 6-parallel core PC-OCC   Low Capacitance 6-parallel core PC-OCC   

 ■ Earpads High quality artificial Leather    

 ■ Weight (without cable) 295g    

 ■ Standard Bias Voltage  580VDC 

SPECIFICATIONS 

Revolutionary new diaphragm of only 1.35µ in thickness 

The Stax SR-404 Signature utilizes a new super thin diaphragm of 
only 1.35µ in thickness.  
This unique diaphragm has only been made possible by a revolution-
ary new material with a molecular structure previously unavailable.  
The improvement in sound quality and retrieval of inner detail is simply 
stunning.  
The Stax SR-404 comes complete with a low capacitance wide format 
PC-OCC cable. 


